
SERVO DUTY

SPECIFICATIONS

Key Features

SERIES LM & LAM Dynapar™ brand

Kit Encoder

ELECTRICAL

Code: Incremental
Resolution: See ordering information
for standard resolutions
Supply Voltage: 5Vdc + 10% at 60mA maximum
Output Format: Dual channel quadrature
Output Format Options: Index 
Output Type – Digital: Square wave, TTL and
CMOS compatible, 10mA sink
Output Type – Analog: Output from diode array
Frequency Response: 125 kHz (data and index)

MECHANICAL

Dimensions: See module outline dimensions
Weight: <0.25 ounces
Termination: .025 sqr. discrete pins
Materials
Module: Molded PPS 40% glass (R-4)
Pins: gold plated
Scale: Mylar or etched metal

ENVIRONMENTAL CONDITIONS

Operating Temperature: -40° to 100°C (non-
condensing)
Storage Temperature: -40° to 100°C
Enclosure: Unsealed housing

•	 Compact	Size	for	Easy	Integration

•	 Advanced	Phased-Array	Sensor	Technology	
with	Digital	or	Analog	Output

•	 Rugged	Plastic	or	Metal	Scale	Material
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SERVO DUTY

Dynapar™ brand
ORDERING	INFORMATION
To order, complete the model number with code numbers from the table below: 

SERIES LM & LAM

Encoder Module (Linear) 

Digital  
LM  
              
 1.

 

 
 

 

 

 

720CPI 3T – –

1.Linear Digital Module (LM)
12CPMM.......................12 cycles/mm
25CPMM.......................25 cycles/mm
720CPI..........................720 cycles/inch
See “Current Resolutions List” for Scale
Lengths.

2. Linear Analog Module (LAM)
250CPI........................250 cycles /inch
500 cycles/inch...........500CPI
See “Current Resolutions List” for Scale
Lengths.

3.Lead Positions
Digital
Side Exit                     Top Exit
A.......................1S A...................1T
AB.....................2S AB.................2T
ABZ...................3S ABZ...............3T

Analog
Top Exit
ABZ...................................................6T

 3. 

–

 
LAM 
 

  
Analog

 
 2.

500CPI 6T 

 3. 

See
Note

Note: When ordering Modules 
with a Gated Index, add a “G”.  
For Ungated Index, add a “U”.

Standard Resolution - Digital
after 4x edge multiplication.

12 cycles/mm = 0.0008 Inch
Available Scale Length: 1.5 inches

25 cycles/mm = 0.01mm
Available Scale Length: Up to 600mm

720 cycles per inch = 0.00035 inch
Available Scale Length:  0.75, 1.0, 1.26, 
1.70, 2.03, 3.255 or 4.8 inches 

Standard Resolution – Analog
Available in custom lengths to 6 feet. 
Consult factory. 

250 cycles per inch = 1.6 microns 
after16x interpolate and 4x edge
multiplication.

500 cycles per inch = .8 microns 
after16X interpolate and 4x edge
multiplication.

Length & Index Positioning
Per customer requirement
Consult factory for availability, part
numbers and pricing.

Scale Characteristics



SERVO DUTY

bySERIES LM & LAM
Module Outline Dimensions 

Pin Layouts 
The Optical Encoder Modules come standard in either top mount or side 
mount with A, B, and Index Channels.   

Recommended Mounting Configurations 

2X 10.0°

.375

.540
.420

.790

2X
 53.0°

.260
.070

2X
.031

.450

2X   .079

.230

.591

2X Ø0.130

.05 min

2X (Ø 0.110)

Ø

2X R.15

PILOT MOUNT

.00 A B.00 A B

2X Ø0.080 ± 0.0005 
Clearance Holes

.005 A B .005 A B

-B- -B-

Slot Optional

2X NO. 2 OR M2 THREAD

.230

2X Ø.079 +0.002
-0.000

.591

2X 0.040 min

.230

0.591

2X No.2 or M2 THD

2X Ø0.129+0.000
-0.002

2X 0.02/0.40 

BUSHING MOUNT

Gnd Z A Vcc B

TOP MOUNT (-1T, -2T, -3T)

ABZ CONFIGURATION

5X .105 

.20

4X .10
5X .23

Gnd Ref

5X.28

5X.380

  SIDE MOUNT (-1S,-2S,-3S)

.20 

5X .025 square pins

B Vcc A

4X .10

Gnd

Z

.035 MAX. 2X.050

.025
2X

.392

.035
MAX

.025
.050
2X

+5VDC Gnd +5VDC
CIRCUIT INTERCONNECT CIRCUIT INTERCONNECT

Gnd

A

8X .23

Gnd

Gnd 

Z

4X .10

5X .105 

BVcc

ANALOG CONFIGURATIONS (-6T)

Z

Gnd

Gnd 
Ref

2x.10
.05

Z A

BB Vcc .055

A

Analog Pinouts Digital Pinouts

8X .025 square pins

.035
MAX

.392
.025

2X

.20

.050

+5VDC
CIRCUIT INTERCONNECT

Gnd Ref

CIRCUIT INTERCONNECT

.10 4X

Gnd

+5VDC

SERIES LM & LAM



SERVO DUTY

Dynapar™ brand

Customer Service:
Tel.: +1.800.873.8731
Fax: +1.847.662.4150
custserv@dynapar.com

Technical Support
Tel.: +1.800.234.8731
Fax: +1.847.662.4150
dynapar.techsupport@dynapar.com 

WWW.DYNAPAR.COM

INNOVATION - CUSTOMIZATION - DELIVERY

Worldwide Brands:  NorthStarTM  •  AcuroTM  •  DynaparTM  •  HengstlerTM   •  HaroweTM 

Dynapar™ brand is a trademark of DYNAPAR. All rights reserved. 
Specifications subject to change without notice. 

Document No. 702919-0001,  Rev. A   ©2015 Dynapar 


